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1  Siehe https://service.tib.eu/vispat 
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 In der finalen Version des Prototyps wurde diese Grenze erweitert. 
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https://worldwide.espacenet.com/patent/search?q=pn%3DEP3770879A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2830922A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3688610A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2526508A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3621035A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2202601A2
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3805906A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2416231A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3792720A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3510358A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2428862A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3455688A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP1842825A2
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https://worldwide.espacenet.com/patent/search?q=pn%3DEP3363673A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2787427A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2937771A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3140147A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3134305A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2910444A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3110673A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2857271A2
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https://worldwide.espacenet.com/patent/search?q=pn%3DEP3403865A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2070787A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2743148A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3524938A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP1923796A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2404230A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP1120633A2
https://worldwide.espacenet.com/patent/search?q=pn%3DEP1081582A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3671691A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3170163A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2911926A2
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https://worldwide.espacenet.com/patent/search?q=pn%3DEP3204927A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3336663A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP1081582A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP1281158A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3508967A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP1865404A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3183155A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP3569463A1
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2192014A2
https://worldwide.espacenet.com/patent/search?q=pn%3DEP2511131A1
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