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Abstract
Magnetic arches (MA) (i.e. the magnetic topology that emerges when placing two magnetic
nozzles with opposite polarities side by side) are an attractive option for the clustering of
multiple electrodeless plasma thrusters, as they are characterized by a zero magnetic dipole
moment and thus allow a reduction of perturbing magnetic forces on the spacecraft. This work
employs the hybrid code EP2PLUS to simulate and study the plasma expansion for such a
magnetic topology in the planar limit. First, a reference simulation is used to analyze the leading
physical mechanisms that govern the plume properties. Ions are thus found to be characterized
by a double peaked velocity distribution function close to the symmetry plane, where the plasma
beams emitted by the two thrusters merge, while the magnetic force acting on electrons is
shown to shape both the lateral confinement of the plume, and the thrust profile provided.
Second, a parametric sweep on the strength of the magnetic field shows that its influence on the
propulsive properties and on the characteristics of the plume saturates for values of the Hall
parameter larger than around 10. Beyond this value of the Hall parameter, only the in-plane
electron currents are found to be particularly sensitive both to the magnetization levels and the
boundary conditions employed, although they are also largely decoupled from the rest of plasma
properties. Finally, background pressure effects were considered by including collisions with
neutral atoms in the simulations, highlighting the relevance of neutral entrainment in the
modification of the plume properties and in the propulsive performance of the MA.

Keywords: facility effects, plasma space propulsion, electrodeless plasma thruster,
magnetized plasma expansions, magnetic nozzle, particle in cell

1. Introduction

Electrodeless plasma thrusters (EPTs) are a rapidly emerging
technology in the electric propulsion community because of
their simplicity, scalability, and absence of plasma-immersed
electrodes [1, 2]. This family of thrusters most notably
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includes the helicon plasma thruster [3–5] and the electron-
cyclotron resonance thruster [6–8], in which the plasma gener-
ation is guaranteed by exciting the electron population through
electro-magnetic waves. A key component of these architec-
tures is the magnetic nozzle (MN) [9–11], used to externally
accelerate the plasma and increase the provided thrust. A tra-
ditional MN consists of a diverging magnetic field B, applied
by the thruster’s magnetic circuit, which confines the plasma
in the perpendicular direction and accelerates it axially. In
fact, in the common case of an ‘electron-pressure-driven’ MN
(where the electron temperature is much larger than the ions’)
the orthogonal electron pressure gradient, combined with the
E×B drift, gives rise to an azimuthal and diamagnetic elec-
tron current jθ e. This generates a magnetic force density that
pushes electrons axially, and by reaction contributes relevantly

1 © 2025 The Author(s). Published by IOP Publishing Ltd
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to the total thrust provided by the EPT [12, 13]. To maintain
a current free plume in the presence of the axial magnetic
force acting on electrons, an ambipolar potential drop must
also develop, confining electrons and generating an increase in
the axial momentum of ions equivalent to the magnetic thrust
provided [9, 14].

A single MN produces a non-zero magnetic dipole moment
that can give rise, in presence of terrestrial or planetary mag-
netic fields, to disruptive torques for the control of a space-
craft’s attitude. However, with the aim of easily scaling the
generated thrust and providing a form of thrust control, the
idea of clusteringmultiple EPTs has been recurrently proposed
in the literature [15–19]. It becomes therefore intuitive to envi-
sion the pairing of EPTs with opposite magnetic polarities,
so as to cancel out the total dipole moment [20]. In such a
configuration the gradually diverging magnetic topology of a
MN is modified into a magnetic arch (MA), in which a por-
tion of the magnetic field lines emitted by one of the EPTs
curves and connects with those of the other [15]. These field
lines are termed closed magnetic lines, while the outer lines of
each EPT, which do not connect with those of the neighbour-
ing one and close back on themselves are termed open mag-
netic lines. These definitions also allow to identify a separatrix,
the magnetic surface that lays on the boundary between open
and closed lines, whose position and geometry depends on the
details of the MA topology.

The magnetic topology of a MA implies important vari-
ations in the plasma response with respect to the tradi-
tional MN. Amongst these the most relevant are the coup-
ling between the two plasma sources, which now result dir-
ectly connected by the arching magnetic lines, and the inter-
action and merging of the two plasma beams emitted by
each EPT [17]. Additionally, in a MA the plasma must even-
tually move across some closed magnetic lines in order to
expand downstream. While ions typically result unmagnet-
ized because of their large mass, electrons must either move
along the open magnetic lines present at the edges of the
plume or undergo magnetic detachment from the closed ones
to reach infinity [16] and grant a current-free plume. The fail-
ure to do so would eventually cause an electrostatic decel-
eration of ions and a reduction in the propulsive efficiency
of the MA. This causes a design trade-off in the choice of
the strength of the magnetic field. In fact, at lower magnetic
flux densities the lateral confinement of the plasma decreases,
and the propulsive force generated by the diamagnetic elec-
tron currents also drops. On the other hand, as the magnetic
field is increased, electrons injected on one of the closed mag-
netic field lines will find it more and more complex to reach
infinity, eventually decreasing the propulsive performance
[21, 22].

Although these differences with respect to traditional MNs
are important, their investigation and treatment in the literat-
ure remains for the moment very limited. As a first approach to
understand the physics of aMA,Merino et al [15, 16] explored
an expansion in a planar MA (constituted by two infinitely
elongated plasma sources) by means of a quasi-neutral, full-
fluid approach, that considered perfectly magnetized and poly-
tropic electrons and a single and cold ion fluid. This allowed

a first description of the general plasma and propulsive prop-
erties of a MA, highlighting the presence of a magnetic drag
force in the region where the magnetic lines become perpen-
dicular to the plasma flow, and the consequent importance
of detachment in the propulsive performance. Indeed, it was
found that a relevant role was played in this direction by the
magnetic field induced by the electron currents in the plume,
that caused an opening of the magnetic lines and an effect-
ive detachment of the plasma from the applied magnetic field.
This model, however, also had important restrictive assump-
tions in the physical description that it offered. First, the ions
injected from the two EPT sources, were modeled by means of
a single, cold fluid, which, as this work aims to show, misrep-
resents the complex double-peaked velocity distribution func-
tion (VDF) that develops at the intersection between the two
plasma beams. Second, collisional events were fully neglected,
so electrons were perfectly magnetized (i.e. the Hall parameter
was infinity). Thus, electrons were forced to remain within the
initial magnetic surface and only energetic electrons emitted
on open magnetic lines could flow downstream and cancel the
ion current to form a current-free plume. A non trivial point
was that conditions imposed at the downstream boundary of
the domain had to be compatible with that electron behavior.

The case of a 3D MA, created by two circular plasma
sources, has been first simulated by Di Fede [17] and Cescon
[23], who have investigated multiple architectures for EPT
clusters by means of a particle in cell (PIC) approach, high-
lighting for the case of the MA a strong exchange of electron
currents between the magnetically linked EPT sources. With
respect to the case of two MNs, this was found to decrease
the total electron current reaching infinity, and consequently
reduced the total ambipolar potential drop that developed in
the plume. Despite the relevance of those works, various open
points were left pending. First, collisions were neglected in
the principal study cases (marginal collisions were commen-
ted in an appendix, having no effect on the solution), thus hav-
ing electrons fully magnetized, exactly as in [16]. Second, in
order to reduce the computational time, the vacuum permittiv-
ity was increased by a factor of 452, thus increasing the plasma
non-neutrality and inverting the hierarchy of the Debye length
with the electron Larmor radius. Some studies have sugges-
ted that in the case of magnetized plasmas a strong artificial
scaling of the vacuum permittivity, such as the one employed
in these works, may alter the plasma response and reduce the
reliability of the results [24, 25].

Finally, a first experimental investigation of a MA was car-
ried out by Boyé et al [26, 27], and proved the feasibility of
the concept by detecting the flow of plasma across the closed
magnetic lines as well as the theorized reduction of the plume
divergence with respect to a MN configuration. This invest-
igation also noted, in accordance with the previous numerical
studies [16, 17], a reduction in the ion velocity in the far plume
when the MA configuration was employed instead of two dis-
tinct MNs.

None of the publications mentioned so far have provided
any insight into the effects of testing aMA inside experimental
facilities, which in the case ofMNs are responsible for relevant
differences between the plasma response obtained in a vacuum
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chamber and in space. These effects are predominantly linked
to the larger background pressure of neutral gas found in a
testing facility, which can lead to: (i) the modification of the
plasma density map and an increase of the plume divergence
due to resonant charge exchange (CEX) collisions between
ions and neutrals [28], (ii) an increased perceived mass flux
due to the entrainment of ionized background neutrals in the
plume expansion [29–31], (iii) a reduction of the ion accel-
eration due to collisional drag forces [32] and the electron
cooling caused by inelastic collisions [29, 30], and (iv) an
increased diffusion of electrons across magnetic lines caused
by collisional events [33]. Additionally, it has been sugges-
ted that the finite extension of the plume expansion permitted
in a vacuum chamber, and the presence of conductive facil-
ity walls, may alter the map of electron currents [34] and in
some cases strongly influence the value of the magnetic thrust
provided by a MN [35].

This work aims to investigate the open points identified in
the literature with regards to the MA and its application for
clusters of EPTs. Namely, we attempt here to further detail the
physical processes governing the expansion of a MA plume,
with particular attention on the interaction between the dis-
tinct plasma beams produced by each EPT, and the transport
of plasma downstream across the closed magnetic lines. We
then assess the influence of a variation in the magnetic field
strength on the expansion properties, as well as facility effects
linked to the vacuum chamber size and the collisional pro-
cesses involving the neutral background population.

For such a parametric study, a physically accurate, but com-
putationally undemanding model was required. The planar
version of the in-house, hybrid code EP2PLUS was there-
fore employed, allowing through the reduced dimensionality
fast but meaningful simulations of a planar MA. The hybrid
formulation presents three advantages for the present prob-
lem. First, the PIC formulation for heavy species constitutes
a more adequate approach for ions with respect to the single,
cold ion fluid model. Second, the hybrid formulation allows
to satisfy quasi-neutrality directly, keeping the Debye length
as the smallest length of the plasma and limiting non-neutral
effects to the Debye sheaths around surfaces. Third, the elec-
tron fluid model offers a computationally-efficient and low-
noise way of obtaining electron currents and maps of the elec-
tric potential in a weakly collisional regime. Still, a polytropic
law is used here for the closure of the fluid equations, mean-
ing that the electron thermodynamics can only be captured
through an empirical and approximate relationship with the
plasma density. Nevertheless, this simplified description of the
electron thermodynamics and the use of a planar study case
are well within the scope of this work, that aims to enrich
the fundamental understanding of the physical processes and
qualitative relationships that govern the plasma properties
in a MA.

The 3D version of EP2PLUS has been presented, described,
verified and validated in numerous previous publications.
Amongst these we point to: [36] for a general overview of the
code and a detailed description of the particle-wise algorithms
and collisional operators; to [37, 38], respectively, for the
derivation and numerical solution of the fluid equations for

magnetized electrons; and to [39, 40] for examples of the
verification and validation of the code. The planar version of
EP2PLUS is a trivial mathematical and numerical simplifica-
tion of the 3D version.

The remainder of this article is structured as follows. The
main characteristics of EP2PLUS and the modeling strategy
are first explained in section 2. Then the settings of the sim-
ulations presented in this work are detailed in section 3,
and section 4 describes the results of a reference simula-
tion, employed to showcase the general plasma response when
expanding through a MA and the resulting propulsive proper-
ties. An analysis of the effect of the magnetic field strength
on the plume expansion is then presented in section 5, focus-
ing on how its influence on the electron population translates
into variations in the observed propulsive performance. Next,
in section 6we discuss the implications of the choice of bound-
ary conditions (BCs) and domain size on the plume character-
istics, examining also the effectiveness of the BCs introduced
in [16] in this more complex simulation scenario. Finally, a
simulation case with a more complete description of the neut-
ral population in the plume, and of the collisional processes
that it entails, is described and analysed in section 7. A sum-
mary of the main conclusions of this work is carried out in
section 8.

2. Model

EP2PLUS simulates the electrons by means of a weakly-
collisional drift-diffusion fluid model, and heavy species
through a PIC description. At each time-step of the code,
the heavy species and electron modules are solved sequen-
tially, with the former providing fundamental inputs to the
latter through the hypotheses of quasi-neutrality and of a
current-free plume. The computational loop is then restarted
by advancing the heavy particles in the newly obtained elec-
tric field. Each module can be configured with several options
and alternative models. An overview of their main features are
described in the following subsections, while section 3 states
which modeling options are used in each of the simulations
presented in this work.

2.1. Heavy species module

At each time-step the heavy species macro-particles are
advanced employing a standard series of PIC algorithms. First,
macro-particles are injected into the domain from appropri-
ate injection surfaces (see section 3.1.2). Second, a Boris-
Cylrad Leapfrog scheme [41] is employed to integrate the
particle’s equation of motion according to the local electric
and magnetic fields, linearly interpolated to the particle’s pos-
ition. Third, boundary effects are evaluated for those particles
that have crossed important surfaces (i.e. domain boundaries,
or material walls). Finally, the macro-particles are weighed to
the nodes of the structured mesh, through a linear weighing
scheme [42], yielding the densities, fluxes and temperatures
of each population. These are then passed as inputs to the
Electron Module. The heavy species module can be used
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to simulate only ions, but may also include neutrals either
as a prescribed background map or as PIC macro-particles.
Another optional feature of this module is the inclusion of col-
lisional effects on heavy species such as ionization and CEX
collisions, evaluated after the particle motion and before their
weighting to the mesh nodes. As this option is only used in
section 7, the details of the collisionalmodels used are deferred
to that point.

2.2. Electron module

For a quasi-neutral plasma, and a quasi-stationary (∂/∂t= 0),
inertialess electron fluid characterised by a diagonal and iso-
tropic pressure tensor, the electric current continuity and the
electron momentum equations respectively read

∇· j= 0, (1)

and

−∇(nTe)+ en∇ϕ + je ×B−Re = 0. (2)

Here most of the notation is standard, so that n= ni = ne rep-
resents the quasi-neutral plasma density, j= ji + je indicates
the total electric current density obtained as the sum of the ion
and electron currents, and Te the scalar electron temperature
in energy units. Moreover, e is the elementary charge, ϕ the
electric potential, B the applied magnetic field vector and Re

the collisional force acting on the electron fluid.
For all the simulation cases presented here, the electron

fluid equations are closed at the level of the momentum
through the polytropic law

Te = Te0

(
n
n0

)γ−1

, (3)

where both the polytropic coefficient γ and the constants Te0
and n0 are calibrated empirically. Although such an empirical
closure represents an important simplification of the electron
thermodynamics, multiple experimental [43–45] and kinetic
[24, 46, 47] studies have shown polytropic parameters in the
range γ = 1.1–1.24 to qualitatively capture the electron cool-
ing that takes place in the bulk of MNs sufficiently well for the
purposes of this work. Indeed, the detailed study of the elec-
tron thermodynamics in a MA is out of the scope of this paper,
and we simply employ a constant polytropic index γ= 1.2 in
all the simulations presented here. The polytropic law allows
to define a thermalized potential [48]

Φ = ϕ +
γTe0

e(γ− 1)

[
1−

(
n
n0

)γ−1
]
, (4)

such that the ‘generalized electric force’ en∇Φ groups
the pressure and electric forces on electrons. Numerically,
expressing the momentum equation in terms of the
thermalized potential,

en∇Φ + je ×B−Re = 0, (5)

results advantageous as it allows to reduce numerical cancel-
lation errors [49] between these two counter-acting forces.
Incidentally, in the case of a collisionless plasma (Re = 0),
equation (5) would yield a balance between the magnetic force
je ×B and the generalized electric force en∇Φ, so that Φ
would be constant along the magnetic lines [16]. Typically,
the plasma expansions inMNs andMAs are weakly collisional
(e.g. in the collisional simulations of section 7 the collisional
force is two orders of magnitude smaller than the magnetic
and generalized electric forces), so that we here retain the col-
lisional term in equation (5), although we only expect mild
deviations from the collisionless limit just described.

The general model for Re implemented in EP2PLUS is

Re =
S∑

s=1

νesmen(ue−us) =
B
χ
(je + jc) , (6)

where me is the electron mass, ue =−je/en the bulk velocity
of the electron fluid, the suffix s is used to discern between
quantities relative to the different heavy species present in the
simulation (be they modeled as macro-particles or as a fixed
background), and νes is the momentum collision frequency
between electrons and the heavy species s. In the second equal-
ity of equation (6) we have also introduced the dimensionless
Hall parameter χ = eB/(meνe), with νe =

∑
s νes the effect-

ive electron momentum collision frequency, and an equival-
ent current density jc = (en/νe)

∑
s νesus that groups the col-

lisional effects from the heavy species.
With the definition of these variables, the electron

momentum equation can be solved for the total electric current
density yielding the generalized Ohm’s law [37]

j=−K ·
(
n
eB

∇Φ +
jc
χ

)
+ ji, (7)

where, if written in a magnetically aligned reference frame
{1⊥,1y,1∥} (with 1∥ = B/B, 1y the versor pointing out of the
simulation plane, and 1⊥ = 1y× 1∥),

K =
χ

1+χ2

1 −χ 0
χ 1 0
0 0 1+χ2

 (8)

is the normalized conductivity tensor. Of course, in the prac-
tical implementation of the code, this conductivity tensor
is appropriately rotated to the employed Cartesian frame
{1x,1y,1z}.

A first option in the electron module is to simplify
equations (6) and (7) by prescribing a map of the Hall para-
meter χ in the domain, and dropping the negligible effect
of jc (in the more complete simulation of section 7 we
obtain eBjc/(χn|∇Φ|) =O(10−3) throughout the domain)
[36]. This effectively decouples the collisional effects on the
electron fluid from the solution of the heavy species, and
affords for cleaner parametric analyses. This option is indeed
followed in most of the simulations presented in this work,
as described in the next section. Alternatively, one can retain
the full collisional model for electrons, and provide the neces-
sary momentum collision frequencies for electron-neutral
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and electron-ion collisions. This is the approach employed
in section 7, using a set of collision frequencies reported
there.

Once the appropriate BCs are provided (see section 3.1) the
system of equations (1) and (7) is solved for je and Φ with
the staggered Finite Volume scheme presented in [38]. The
new potential map, required to further advance the ion macro-
particles, is then retrieved through equation (4).

3. Simulation setup

Asmentioned, the simulations presented in this work are struc-
tured so as to reproduce and expand on the problem analyzed
in [16]. A total of seven different simulations have been run,
with the following modeling choices and settings:

1. Reference Simulation (H30): employed to showcase the
general characteristics of the plasma expansion in a MA. It
makes use of the simpler version of the model described:
neutrals populations and collisional effects on ions are
omitted, and the collisional force on electrons is modeled
by dropping jc and assuming a fixed and uniform map of
χ= 30. In fact, we find that it aids the discussion to first ana-
lyze the plasma response in this simplified physical scen-
ario, where the complexity of the numerous collisional pro-
cesses that take place in a plasma plume is reduced.

2. H3, H10, H150: These three simulations are used to evalu-
ate the effects of the magnetic field strength on the plasma
plume. They employ increasingmagnitudes of themagnetic
field and the simpler version of the model. From one simu-
lation to the other the fixed and uniform maps of χ are var-
ied proportionally with the variation of the magnetic field.

3. Big domain: used to elucidate the effects of the down-
stream BCs on the simulation results. It uses exactly the
same simulation settings as the case H150, but with a
doubled domain size (and cell count) in both dimensions.

4. In space: proposes and alternative set of BCs more suitable
for infinite in-space expansions in the case of high electron
magnetization. It uses settings identical to the H150 simu-
lation, except for the downstreamBCs for electron currents,
which are detailed in section 6.

5. Background pressure (BGP): proposes a more accur-
ate study of the collisional effects on the plume structure.
This is done by employing the more complex version of
the model described: two neutral populations (a prescribed
background one and a PIC one) and their collisions with
ions are included, and the more general expression of the
electron collisional force of equation (6) is used. The details
of the settings for neutrals and collisional events considered
in this simulation are provided in section 7.

Table 1 summarizes the general simulation settings
assumed for each case, along with the uniform values of χ
employed in the simulations making use of the simpler ver-
sion of the model.

The domain investigated in our simulations is defined by a
right-handed reference frame with the Cartesian vector basis

Table 1. Summary of the simulation cases presented in this work
and of their defining characteristics. The tss column provides the
simulation times. Note that for the majority of the simulations
collisional effects are modelled in a simplified way by imposing a
fixed value of the Hall parameter χ, while in the BGP case χ is
self-consistently obtained through collisional algorithms. The
reference simulation (H30) is shown with a bold font.

Case B0 (G) χ (-)
Domain
size (cm2) N. Cells (-) tss (µs) BCs

H3 30 3 25× 15 180× 300 500 EFa

H10 100 10 25× 15 180× 300 500 EF
H30
(reference)

300 30 25× 15 180× 300 500 EF

H150 1500 150 25× 15 180× 300 500 EF
Big domain 1500 150 50× 30 360× 600 1000 EF
In space 1500 150 25× 15 180× 300 500 Spb

BGP 300 Compc 25× 15 180× 300 900 EF
a BCs modeling the expansion in an experimental facility.
b BCs modeling the expansion in space.
c The hall parameter is computed from the local values of νes.

oriented so that the Oxz plane coincides with the 2D expan-
sion plane, and the Oz axis points downstream. As a result,
the Oy axis lies on the out-of-plane direction of the 2D expan-
sion, along which the plasma properties are assumed infinitely
uniform. Two plasma sources, emitting along 1z, are located
on the Oxy plane and span respectively from x=−6cm to
x=−4cm and from x= 4cm to x= 6cm, so that Oyz repres-
ents the simulations’ symmetry plane. The applied magnetic
field B is generated by four infinite electric wires positioned
respectively in x=−7,−3,3,7cm, and z= 0, each carrying
the same electric current I along 1y. The signs of the electric
currents flowing along the wires are anti-symmetric about the
Oyz plane, so that the total magnetic moment of the system is
null, and the magnetic field at the center of each source is B0.
Figure 1 shows a sketch of the considered magnetic topology,
computed by the analytical superposition of the Biot–Savart
laws for each wire, and the simulation domain in the refer-
ence simulation H30, which corresponds to half of the phys-
ical domain described thanks to symmetry conditions. Note
that the strength of the magnetic field, which is varied for some
of the simulations of table 1, scales linearly with the current
passing through the wires (e.g. for B0 = 100 G I= 500 A,
while for B0 = 300 G I= 1500 A).

Finally, the reference point for the polytropic closure is
fixed at the center of the injection surface (x0 = 5 cm, z0 = 0),
where we also imposeΦ = ϕ = 0. The reference plasma dens-
ity and electron temperature are n0 = 1018m−3 and Te0 = 5 eV.

3.1. Domain boundaries

As mentioned, the solution of the electron fluid equations (1)
and (7) requires the imposition of BCs on all of the domain
edges. The unknowns of these equations are the thermalized
potential (which replaces the more physical but numerically
less stable electric potential) and the electron currents. The
BCs can therefore be applied either on the value ofΦ (Dirichlet
conditions) or, more commonly, on the local normal electric
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Figure 1. Sketch of the reference simulation domain and of the
boundary conditions applied for a planar MA. The two
counter-streaming current wires and the plasma source are infinite in
the y direction. The green color-map and the streamlines display the
intensity and direction of the magnetic field for the reference case.

current density jn = j · 1n (Neumann conditions), with 1n the
outward versor normal to the boundary.

Additionally, particles crossing any domain boundary must
also be correctly treated depending on the boundary type.
Figure 1 details the type of boundaries employed in this work,
and the consequent BCs imposed on the electron fluid and on
the the particle populations for the simulation cases H3, H10,
H30, H150 and Big Domain are described in the following
subsections. The minor deviations that the In Space and BGP
simulations undergo with respect to these settings are detailed
in their corresponding Sections (respectively sections 6 and 7).

3.1.1. Symmetry boundary. In order to impose symmetry
conditions, a null perpendicular current (jn = 0) is imposed as
BC for the fluid equations, while all particles crossing such
boundaries are specularly reflected. Note that under these con-
ditions jni = jne = 0, so that equation (7) yields 1n ·∇Φ = 0 as
expected on a symmetry plane.

3.1.2. Injection boundary. The plasma injected into the
domain by the EPT source is composed of singly charged
Xenon ions and electrons. The ion particles are injected by
sampling through an acceptance-rejection algorithm [50] the
forward portion of a Maxwellian distribution function [36].
The ionMaxwellian VDF is characterized by a Gaussian dens-
ity profile centered in x0 = 5 cm, a uniform temperature pro-
file, and a sonic velocity cs =

√
(γTe +Ti)/mi:

ni (x,0) = n0 10
−3[(x−x0)/R]

2

, (9)

ui (x,0) = cs (x,0)1z, (10)

Ti (x,0) = 0.1eV. (11)

Note that, with these injection conditions, ions at the center
of the injection surface have an average sonic Larmor radius
rli = mi cs(x0,0)/(eB0) = 1.5 cm, which is expected to rapidly
decrease as they accelerate downstream and the magnitude of
the magnetic field drops. Taking the half-width of the injection

surface (R= 1 cm) as a characteristic dimension of our prob-
lem, ions result only marginally magnetized near the source
and rapidly demagnetize as they expand downstream. Finally,
any particle returning to the injection surface from inside of
the domain is simply removed from the simulation.

Regarding the electron fluid, instead, it is assumed that
in the quasi-neutral bulk of the EPT source an equilibrium
between the lateral electron pressure and magnetic forces
exists (i.e. ∂ϕ/∂x= 0) [51, 52]. This, from equations (2)
and (9), results in a Dirichelet condition to be imposed on the
thermalized potential,

Φ(x,0) =
γTe0

e(γ− 1)

[
1− 10−3(γ−1)[(x−x0)/R]

2
]
. (12)

Note that, from equation (4) and in absence of numerical noise,
this condition indeed recovers a flat electric potential profile
across the injection surface,

ϕ(x,0) = 0. (13)

3.1.3. Dielectric boundary. A dielectric condition is
imposed along all of the upstream boundary, with the excep-
tion of the injection region. Since a neutral particle population
is omitted in all simulations except the BGP case, and there-
fore ion recombination at material walls is not simulated, all
particles crossing this surface are removed from the simula-
tion. From the point of view of the electron fluid, a Neumann
condition is imposed on Φ by locally requiring that jne =−jni,
with the latter value of the normal ion current obtained from
the heavy species module. Incidentally, note that to assure the
consistency of our simulations a case in which this upstream
boundary was modelled as a floating metallic object was also
run, and the simulation results were found to be essentially
insensitive to the BCs imposed at this surface.

3.1.4. Chamber walls. In the commonly adopted experi-
mental scenario in which the vacuum chamber and the thruster
body are electrically decoupled (i.e. a floating thruster config-
uration) a zero net current flowing to the facility walls should
be obtained at steady-state. In order to enforce this condition,
let ϕW be the potential of the metallic chamber, and let us
call Q the edge of the Debye sheath that develops between
the quasi-neutral boundary of the domain and the chamber
walls. The sheath is assumed electron-confining, planar, colli-
sionless, and characterized by an undrifting Maxwellian elec-
tron distribution. Then, according to classical sheath theory,
the electron current density crossing the sheath is [53]

jneQ (ϕW) =−e
[
nexp

(
e(ϕW −ϕ)

Te

)√
Te

2πme

]
Q

, (14)

and imposing that the total electric current collected by the
chamber walls is zero one has

IiW +

ˆ
Aout

jneQ (ϕW)dA= 0, (15)
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Table 2. Summary of the most relevant numerical settings shared by all simulation cases.

Parameter Value

∆x 0.83 mm
∆t 7× 10−2µs
Te0 5 eV

Parameter Value

∆z 0.83 mm
Nmp,min 10
γ 1.2

with IiW the total ion current flowing towards the wall, com-
puted from the heavy species module. Equation (15) is implicit
for the wall potential ϕW, and is therefore solved with an iter-
ative Newton–Raphson scheme at each time-step. Once ϕW is
known, equation (14) provides the electron current density to
be imposed as BC in the electron module.

Regarding the heavy species, all particles crossing these
boundaries are removed from the simulation, analogously to
what is done in the case of the dielectric boundaries.

3.2. Numerical settings

The domain of the reference simulation is shown in figure 1.
This domain is discretized by means of a uniform mesh com-
posed of cells of dimensions ∆x=∆z= 0.83 mm. To guar-
antee the stability of the model the simulation time-step is
required to respect a CFL-like condition∆t<∆z/(5cs(x0,0))
[42]. Where a safety factor 5 has been considered to ensure the
global compliance to the constraint. Regarding the weight of
the ion macro-particles, a population control algorithm [36]
was used to guarantee the presence of at least Nmp,min = 10
ion macro-particles per cell in the less dense regions of the
domain (meaning that more that 100 macro-particles per cell
are present in the denser parts of the plume), leading at the end
of the reference simulation to more than 2× 106 ion macro-
particles in the simulation domain. The steady-state condition
of all simulations was confirmed by verifying that both the
number of macro-particles in the domain, and the value of the
vacuum chamber potential ϕW varied by less than 1% over the
last 700 steps. A convergence analysis was performed on all
numerical parameters discussed here (e.g. cell size, particle
number, time-step, and simulation length), and no appreciable
changes were observed in the simulations by refining them
beyond these values. The most relevant simulation settings,
shared among all simulations in this work, are summarized in
table 2. For specific settings, refer to table 1.

4. Reference simulation

The panels of figure 2 show the steady-state maps for the ref-
erence simulation case (H30) of the thermalized potential Φ,
electric potential ϕ, plasma density n and in-plane ion velocity
~ui = ui − uyi1y (with uyi = ui · 1y, note that hereafter we will
employ a tilde to indicate vectors thus projected on the simu-
lation plane). To aid with the ensuing discussion, figure 3 also
displays the profiles of Φ, ϕ and n along the symmetry bound-
ary of the simulation (x= 0) and the axis x= 5 cm of one of the
injection surfaces. Figure 4, instead, presents the same plasma
properties at axial sections z= 0, 10, and 20 cm. The curves
corresponding to the reference simulation analyzed here are

shown in green in the two latter plots. Incidentally, through
the polytropic closure, the electron temperature is simply pro-
portional to the plasma density and is therefore not shown
in these figures; for completeness, however, we note that it
ranges approximately from 5 eV at injection to 2.5 eV at the
downstream boundary. The analysis of the steady-state prop-
erties of a strongly magnetized plasma expansion (χ ≳ 10) is
most easily tackled by starting from the map of the thermal-
ized potential. As mentioned, in fact, equation (5) shows that
for weakly collisional plasmas the thermalized potential Φ
remains roughly constant along the magnetic lines. This can
be ascertained by observing the magnetic lines overlain in
white in figure 2(a). As a consequence, in this regime, the
value of Φ in the domain is mostly dependent on the chosen
BCs, and is decoupled from the remaining plasma proper-
ties. The inverted Gaussian profile of Φ imposed at the injec-
tion surface through equation (12) (see figure 4(a)) is in fact
mapped over the whole simulation domain by following the
magnetic field lines, forming the curved valley observed in
the 2D profile of Φ. A given profile of the thermalised poten-
tial imposes a strict relationship between the electric poten-
tial and the ion density through equation (4), which together
with the ions’ equation of motion determines the maps of
ϕ, n and ~ui.

The two lobes of high electric potential at the edges of the
injection surface in figure 2(b), together with the sharp axial
decrease immediately in front of it (see also figure 3(d)) force
ions to initially accelerate axially, following the magnetized
electron fluid. As the magnetic lines begin to diverge, how-
ever, so does the plasma beam, although the large inertia of
ions allows a slight diffusion of the plasma density across the
field lines (see figure 2(c)). This is evidenced by the relative
angles between the velocity streamlines and the magnetic lines
in figure 2(d). The strong initial axial acceleration combined
with the outward curving of the magnetic lines, in fact, causes
ions to detach inwards as they advance downstream [10]. This
portion of the domain is the near-plume, in which the two ion
beams proceeding from the distinct plasma sources are yet to
interact, and the expansion in front of each EPT is independ-
ent of the other. As a consequence, the plume’s behaviour here
is analogous to the one observed for a traditional MN, which
is typically characterized by an inward ion detachment and a
strong axial drop in the plasma density and electric potential
[9] (see figure 3, second column).

Starting from z≈ 6 cm, however, the ion beam begins to
merge at the symmetry plane with the one emitted from the
specular source (here represented by macro particles reflected
at x= 0). As a result the ion density, alongwith the thermalized
and electric potential, rises when moving downstream along
the symmetry axis (see figure 3, first column). In the lateral
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Figure 2. Plasma properties for the reference case (χ= 30). The
magnetic field lines are shown in white, with the outermost ones
corresponding to the lines intersecting the extremities of the
injection surface, while the magnetic separatrix is highlighted in
red. Note that, for visualization purposes, all plots are saturated at
the extremities of their color-maps.

direction, on the other hand, these quantities still display
two local maxima (see figure 4, second column, and con-
sider the presence of a symmetry plane in x= 0), indicating
that the coalescence of the beams is yet under way. The

Figure 3. Comparison of the axial profiles of Φ, ϕ, and n for all
simulation cases. The first column shows the plasma properties
along the symmetry plane, the second along the axis of the plasma
source. Note the changes in scales in the vertical axes of the plots of
the thermalized potential.

Figure 4. Comparison of the lateral profiles of Φ, ϕ, and n for all
simulation cases at z= 0, 10, and 20 cm. Note the changes in the
scales of the vertical axes between the first column of plots and the
other two.

plume’s behaviour thus drifts away from the one of a MN,
signaling the entrance into the transition-region. Here, the
magnetic lines begin to curve back towards the symmetry
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plane to close into the specular EPT source, and figure 2(d)
shows that the majority of ion streamlines are now forced
to cross the magnetic lines with a negative detachment angle
α= ∠(ũi, B̃) (i.e. the angle between the ion velocity and the
magnetic field vector) in order to continue their axial motion
downstream. Nevertheless, a region with positive detachment
angles persists beyond the magnetic separatrix [shown in red
in figure 2(d)], which divides open and closed field lines in the
top left portion of the domain.

As the ion beams begin to merge at z≈ 6 cm, the lateral
velocity of the total ion population reduces to zero near the
lower edge of the simulation domain. This results in the sharp
drop observed in figure 2(d) in the magnitude of the ion velo-
city and the swift axial swerve of their streamlines around
x= 0, z≈ 6 cm. Note that, conversely to what is observed in
traditional MN geometries or unmagnetized plumes, the axial
potential profile from this point downstream increases rather
than dropping, as highlighted by figure 3(c). Consequently,
the ions moving downstream along the symmetry axis exper-
ience a slight deceleration. This is caused by two concurring
effects. The first is the closed magnetic topology of the MA,
characterized by magnetic lines orthogonal to the axial direc-
tion in the proximity of the symmetry plane, which have the
effect of reducing the axial mobility of electrons. To main-
tain quasi-neutrality, therefore, the axial force acting on ions
must also decrease. The second is the symmetrical geometry,
which causes a rise in the plasma density where the ion beams
meet (see figure 3(e)). Under the polytropic assumption this
also implies an additional confining contribution of the pres-
sure forces acting on the electron fluid, which must again be
balanced by the electric field. Mathematically this effect is
obtained by the inversion and axial derivation of equation (4)
to yield the axial electric field

Ez =−∂Φ

∂z
− γ

Te0
en0

(
n
n0

)γ−2
∂n
∂z

. (16)

While in most conventional plumes the second term in
this equation provides a positive contribution as the plasma
expands, in this case it can have a negative effect due to
the increase in density observed along the symmetry plane.
Likewise, the axial profile of the thermalized potential displays
an initial sharp drop followed by a gradual axial increase due
to the mapping of the injection BCs to the points of the sym-
metry plane (refer to figure 3(a)). It is this later, gradual rise in
Φ that, together with the corresponding increase in the plasma
density, causes negative values of Ez and a deceleration of the
ion population. It is interesting that, although at the outer edges
of the plume the ions continue to accelerate downstream, the
effect just described acts on the denser portion of the plasma
bulk and on the axial component of the ion momentum, and
therefore has, as will be seen later, a negative impact on the
provided thrust.

Starting from the local maximum in the plasma density
along the symmetry plane (at x= 0, z≈ 12.5cm) the two
plasma beams can be considered fully merged into a unique
far-plume, and all properties present a single maximum in the
profiles along x (see the right-most panels of figure 4). At the

outer edges of the plume the ion streamlines continue to dif-
fuse with a positive detachment angle across the field lines,
similarly to what happens in a MN. At the center, instead, the
magnetic lines become roughly parallel to the x axis, forcing
the ions to cross them orthogonally in order to expand down-
stream. Soon, however, the electric forces acting on the ions
become small enough to be neglected, and their streamlines
result essentially straight.

The general plasma response in a planar MA detailed here
provides results in qualitative accordance with the study of a
3DMA carried out in [17]: in both works one may identify the
local minimum at the symmetry plane of the electric poten-
tial in the near-plume, the plateau in the ion velocity in the
transition-region, and the complete merging of the plasma
beams in the far-plume. Nevertheless the different dimen-
sionality of the problem (together with the other distinctions
in the models employed) causes some quantitative discrep-
ancies between the two configurations. At an axial distance
z/R≈ 25, in fact, the plasma density has dropped roughly
by a factor 102 in the present planar case and 103 in the 3D
case. Similarly, the potential drop from the injection surface at
z/R≈ 25 is e∆ϕ/Te0 ≈ 2.5 for the planarMA and e∆ϕ/Te0 ≈
4 in the 3D one. Interestingly, though, the total potential dif-
ference between the thruster and the vacuum chamber walls
does not display marked differences between the two cases,
with the planar case yielding eϕW/Te0 =−4.56 while the 3D
simulations give eϕW/Te0 =−5.1. The total potential drop
that develops in the plume, in fact, does not depend on the
dimensionality of the expansion, but rather on the confin-
ing energy required to control the outflow of electrons and
impose a current-free plume. As a consequence, ϕW depends
strongly on the gradual cooling of electrons, here modeled
with a polytropic parameter γ= 1.2 in good accordance with
the electron thermodynamics observed in [17].

The differentiation of the thermalized potential map allows,
through equation (7), the retrieval of the out-of-plane and in-
plane electron current densities (jye = je · 1y and ȷ̃e = je − jye1y
respectively). These are displayed in figure 5, together with the
in-plane total current density ȷ̃= ȷ̃i + ȷ̃e. Note that, consider-
ing the conductivity matrix written in a magnetically aligned
reference frame in equation (8), and keeping in mind that all
out-of-plane gradients are null, the out-of-plane currents res-
ult a factor χ larger than the in-plane ones. This is confirmed
when comparing the scales of panels (a) and (b). Indeed, the
first panel displays a large diamagnetic loop of electron cur-
rents (exiting the simulation plane in the bottom, red part of
the plot, and entering it in the upper, blue portion), which,
because of the negligible ion velocities in the out-of-plane dir-
ection, can be considered equal to the total out-of-plane current
density jy ≃ jye. Note that the curvature of the axis of the dia-
magnetic current loop (i.e. the line jye = 0), turns towards the
symmetry plane so that it is always aligned with the extern-
ally imposed magnetic field. This generates the in-plane mag-
netic forces which are fundamental for the lateral confinement
of the plasma plume and, as will be discussed shortly, for the
propulsive performance of a MA.

Figure 5(b), on the other hand, shows clearly that the value
of the Hall parameter χ= 30 considered here is insufficient
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Figure 5. The out-of-plane electron currents (panel (a)), and the
in-plane electron and total currents (panels (b) and (c)) for the
reference case (χ= 30).

to force the electron current to precisely follow the magnetic
lines. Indeed, numerous electron streamlines form large angles
with the magnetic field in order to reach the downstream
domain boundary. Nevertheless, the effects of magnetization
may be appreciated by noting that the magnetic lines that lead
to the domain corners (highlighted in the plots by the thicker
white lines) carry larger current values with respect to the ones
found in their surroundings (e.g. consider the higher current
intensity surrounding the magnetic line to the bottom-right
domain corner). This is due to the larger mobility of electrons
moving along magnetic lines rather than across them, and to
the presence of the symmetry plane, that imposes a null out-
flow of currents through the bottom domain boundary. As a
consequence, slightly reduced values of the electron currents
are observed in the inner region of the MA, between the mag-
netic line to the bottom corner and the symmetry plane (labeled
Region B in the plot), where electrons must diffuse across the
magnetic field to leave the domain through the downstream

boundary. The flow of electron currents is instead freer in the
portion of the domain found between the two field lines to the
domain corners (Region A), where electrons can run along
the magnetic lines to reach the downstream boundary. This
effect is even more prominent in the plot of the total current
density. The total currents in Region A, in fact, flow mostly
upstream, while in the rest of the simulation domain (Regions
B and C) the total currents tend to flow downstream. Indeed,
the increasedmobility of electrons flowing parallel to the mag-
netic lines in Region A has the effect of imperceptibly increas-
ing the electron flux inside it, and causes the upstreaming total
currents observed there. In Regions B and C, on the other
hand, the electron mobility along z is reduced by the mag-
netic field mainly directed along x, so that the electron current
drops below the magnitude of the ion current—unaffected by
the magnetic field and therefore flowing straight in the axial
direction—and forms a region of downstreaming total current.

As mentioned, the out-of-plane diamagnetic currents ulti-
mately provide the magnetic force crucial for the propulsive
performance of MNs. Indeed, the accumulated axial magnetic
thrust (per unit of y-length) generated in a control area Ω by a
planar MA is

Fm (z) =−
ˆ
Ω

jyBx dΩ. (17)

Taking advantage of the domain symmetry to consider also
the plume in front of the second EPT (i.e. located at x< 0 and
not represented in the plots), Ω(z) is defined as the rectangu-
lar region spanning from x=−15cm to x= 15 cm and from
z= 0 to a given z coordinate. Figure 6(a) plots the accumu-
lated magnetic thrust thus computed, expressed as a fraction
of the total plasma momentum flux across the injection sur-
faces (F0 = 2

´ x0+R
x0−R n(x,0)

[
Te(x,0)+mi u2zi(x,0)

]
dx= 12.5

mNm−1). Once again the results obtained for the reference
case described here are shown in green. The magnetic propuls-
ive force displays an initial sharp rise, corresponding to the
first portion of the plume where the intensity of jye is largest.
As the field lines bend towards the symmetry plane, however,
the total magnetic thrust provided drops slightly, showcasing
a region of negative axial magnetic force jyBx (i.e. magnetic
drag), and the resistance of the magnetic field to the axial
expansion of the plasma plume. This is a natural consequence
of the closed topology of a MA, and is also highlighted by
the deceleration of the ion population close to the symmetry
axis discussed above. Indeed the axial coordinate at which we
observed the decrease in the ion velocity corresponds roughly
to the one of the maximum cumulative magnetic thrust. These
observations highlight the necessity of plasma detachment
in the far plume of a MA, to avoid the null total magnetic
thrust that would ensue from a perfect plasma magnetization
and the continuous decrease of the accumulated thrust bey-
ond z= 6 cm. Finally, note that the computed magnetic thrust
displays small gradients a the downstream domain boundary
(z= 25 cm), indicating that the domain dimension is adequate
for the discussion of the propulsive properties of this MA, and
that the regions beyond the domain boundaries only provide
marginal contributions to the total value of Fm.
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Figure 6. Comparison of the accumulated axial magnetic thrust and
divergence efficiency for all simulation cases. The magnetic thrust is
expressed as a percentage of the total plasma momentum flux
through the exhaust of the two EPT sources. For all simulations
except the BGP case F0 = 12.5 mNm−1. For this latter one F0 =
5.26mNm−1.

Figure 6(b), instead, displays the divergence efficiency,

ηdiv (z) =
Ėkin,z (z)

Ėkin (z)
, (18)

computed as the ratio between the flux of axial (Ėkin,z) and
total (Ėkin) kinetic energy through the lateral and downstream
boundaries of the control area Ω(z). Here the subdivision in
near-plume, transition region and far-plume is evident once
again. The divergence efficiency in fact decreases in the near-
plume, analogously to what happens in a MN because of
the portion of lateral acceleration that ions are subjected to.
However, in the transition region, ηdiv rises again because of
the symmetry conditions that cause an increase of the ion dens-
ity close to the symmetry plane, where their bulk velocity
becomes essentially axial. Finally, once in the far-plume, the
merging of the ion beams has fully taken place, and their lat-
eral expansion causes once more a decrease of ηdiv.

Figure 7. Histogram of the ion VDF at x= 0 and z= 6 cm for the
reference simulation, obtained by discretizing the in-plane
phase-space in 60× 60 velocity bins, and averaging the ion
macro-particle count in these bins over 600 simulation time-steps.

It is important to mention that the results obtained in [16]
for a simulation case analogous to the one presented here dis-
played in all ion properties a shock-like structure that propag-
ated from the symmetry plane. The main difference between
that work and the present one is, indeed, the model adopted for
the ion population, which is here described through the PIC
approach as opposed to the single fluid formulation employed
there. By simulating the ionswith a kinetic approach, the form-
ation of a double-peaked ion VDF is observed in the region
close to the symmetry plane, where the two ion beamlets deriv-
ing from the distinct plasma sources merge. Each peak of the
VDF represents the ions pertaining to one of the two sources.
Indeed, figure 7 displays the histogram of the ion VDF (i.e. the
number of particles per unit volume and area of phase-space)
measured at x= 0, z= 6 cm, which presents two marked and
symmetrical peaks at energies corresponding roughly to the
potential drop that develops between the injection surface and
the considered location ∆ϕ ≈ 20 V. As mentioned, this VDF
presents two marked and symmetrical peaks at energies cor-
responding roughly to the potential drop that develops between
the injection surface and the considered location ∆ϕ ≈ 20 V.
Although, taken individually, each ion beam only has a tem-
perature of 0.25 eV and can be roughly considered to bemono-
energetic, their coalescence results in a VDF with a spread in
velocities corresponding to a temperature Ti ≈ 5 eV. Such a
distribution cannot be represented with a single and cold ion
fluid as done in [16], causing the shock-like artefact observed
in that work.

5. Effect of the magnetic field strength

Having presented and analysed the general properties of a
plasma expanding through the magnetic topology of aMA, we
now investigate how this response is influenced by the strength
of the appliedmagnetic field.We therefore consider three addi-
tional cases (H3, H10, and H150), identical to the reference
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one except for the intensity of the magnetic field map, which
is modulated to yield B0 = 30,100, and 1500G at the center of
the injection surface. Under the assumption that the electron
collisionality remains unvaried between simulations, the uni-
form map of the Hall parameter is also proportionally scaled
to χ = 3,10, and 150. Figures 3 and 4, along with figure 6,
already displayed the axial and lateral profiles of the plasma
properties and magnetic thrust obtained for these new val-
ues of χ. It results immediately evident that the cases with
χ = 10,30 and χ= 150 yield very similar results, and the Hall
parameter has to be decreased to χ= 3 for relevant changes
to develop. In fact, the value of χ affects the employed elec-
tron model only through the conductivity tensor introduced in
equation (7). As the Hall parameter increases, the conductiv-
ity tensor has the effect of decoupling the electron currents
perpendicular to the magnetic field from the gradients of Φ
through a factor 1/(χ2 + 1). This essentially inhibits the dif-
fusion of electrons perpendicular to the magnetic field, and
confines their motion along the magnetic lines, impeding the
lateral expansion of the plume under the effect of the electron
pressure gradients. The magnitudes of ȷ̃e, however, are delim-
ited throughout the domain by the BCs employed and the con-
tinuity equation. As a consequence, because of the large val-
ues of the parallel conductivity σe = χn/(eB) that character-
ize the weakly collisional plasma typical of a MA, the parallel
gradients of Φmust result negligible in order to produce finite
electron currents along the magnetic lines. As we approach the
case of perfect magnetization and an infinite Hall parameter,
then, the thermalized potential must remain constant along the
magnetic lines, so that its map in the domain will only depend
on the values imposed at the injection surface and on the mag-
netic topology [9]. As a consequence, when χ> 10 changes
in the Hall parameter will only cause small variations in the
map of Φ, and in the general plasma response. Keeping this
in mind, and for the sake of conciseness, the present section
employs mainly the comparison between the cases with χ= 3
and χ= 150 to showcase the effects linked to variations in the
electron magnetization.

Figure 8 compares the general plasma properties obtained
for these two cases. The first thing that jumps to the eye is the
noticeable differences between the maps of the thermalized
potential. As for the reference case, in the case χ= 150 the
profile of Φ imposed at the injection surface remains practic-
ally constant along themagnetic field lines, and ismapped over
the domain by following them. On the other hand, when χ= 3
the electron currents may move more freely across the mag-
netic lines (allowing larger currents to form in the domain) and
close at domain boundaries which are instead shielded by the
magnetic field for χ= 150. Steeper gradients of Φ can there-
fore form along the magnetic lines, and the inverted Gaussian
profile of Φ imposed at injection through equation (12) gradu-
ally dissipates along the domain (see figures 3(b) and 4(b)).
This parallel smoothing of the gradients of Φ also allows a
reduction of the cross field gradients of the thermalized poten-
tial, so that themap ofΦ in the far plume results nearly uniform
and flat.

Figure 8. Comparison of the main plasma properties for χ= 3 and
χ= 150.

The first effect that the larger cross-field mobility of elec-
trons obtained for χ= 3 has on the map of ϕ is the relev-
ant reduction of the two lobes of high electric potential at
the edges of the injection boundary, caused by the decay of
the lateral gradients of Φ. These lobes, as already commen-
ted in section 4, had the effect of laterally confining the ion
beam in order to follow the magnetized electron fluid. As a
result, both the maps of the plasma density and ion velocity
depict a less dense and more divergent plume for the case with
χ= 3 than with χ= 150. The potential rise that was observed
in the reference case after the merging of the ion beams is
also present and enhanced for χ= 150, but is instead shifted
upstream and flattened out when lowering the Hall parameter
to 3 (see figure 3, first column). In fact, although the axial
increase in density along the symmetry plane is still present in
both simulations, it moves upstream for the less magnetized
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and focused plume. Moreover, the axial rise in the thermal-
ized potential observed in the more magnetized cases from z=
8 cm downstream, and which contributed to the negative axial
electric field in this region of the domain, is absent for the case
with χ= 3 because of the smoothing of the map ofΦ obtained
at low magnetic fields. Observing the map of the ion velocity,
this results in a monotonic axial acceleration of ions along the
symmetry axis of the domain for χ= 3, and a more complex
profile for χ= 150. In this latter case, in fact, ions are strongly
accelerated by the sharp potential drop present just in front of
the plasma injection, but are then mildly slowed down close to
the symmetry plane (note the axial potential rise after z= 6 cm
in figure 3(c)). The result is that at the downstream boundary of
the domain ions have roughly reached the same outflow velo-
city for both cases, and noticeable variations in the ion velocity
are only observed at the upper simulation boundary.

The last panels of figure 8 show the out-of-plane electron
currents, and the corresponding magnetic force density jyeB
directed perpendicularly to the magnetic field (here positive or
negative respectively if aligned or opposed to 1⊥) and respons-
ible for the magnetic thrust and the lateral confinement of the
plume. It is interesting to note here that the magnitude of jye
displays a non-monotonic variation as the strength of the mag-
netic field increases. Between χ= 3 and χ≈ 10, in fact, the
plume undergoes a noticeable magnetic focusing under the
effect of the rising magnetic force, reducing the lateral expan-
sion and increasing the density in the plume bulk. This larger
density and the smaller divergence of the plume (compare the
χ= 3 and χ= 10 lines in figures 3(f) and 4(h)) are respons-
ible for the increase in the magnitude of jye observed between
figure 8(i) and figure 5(a). As the strength of the magnetic
field further increases (i.e. χ> 10), however, the plume does
not display further relevant focusing, as shown by the density
plots in the last rows of figures (3) and (4). The confining mag-
netic force jyeB necessary to balance the expanding action of
the electron pressure (shown in figures 8(k) and (l)) is therefore
roughly constant for χ> 10, and can be obtained with smal-
ler out-of-plane currents as B increases. The magnitude of jye
is therefore observed to decrease as χ moves from 30 to 150
(see figures 5(a) and 8(j)).

Nevertheless, because of the higher plasma densities found
at the symmetry plane for larger values of χ, the propulsive
performance of the MA is expected to increase as the strength
of the magnetic field rises. Figure 6(a), in fact, shows a notice-
able improvement in the magnetic thrust when moving from
the mildly magnetized case (χ= 3) to higher magnetizations.
Note however, that the imparted magnetic force does not scale
proportionately with the strength of the magnetic field, and
that it appears that already at χ= 10 the maximum magnetic
thrust of this MA has almost been reached. A similar scaling
of the magnetic thrust with the magnetic field was obtained
by Andrews et al in the PIC simulations of a traditional MN
[24]. The trade off between the strength of the magnetic field
forming the MA, and the thrust obtained from the thruster
under design should therefore take into account the non-linear
dependence between these two values.

Interestingly, the initial slope of all the thrust curves in
figure 6(a) results identical. This is caused by the BCs applied

at the injection surface, as demonstrated by retrieving the axial
derivative of Fm by inserting the expression for jy obtained
from equation (7) into equation (17):

dFm

dz

∣∣∣∣∣
z=0

≈−
ˆ Lx

0

Bx
B

χ2

(1+χ2)
en0

dΦ(x,0)
dx

dx, (19)

which yields approximately the same value for χ >> 1.
The trends of the magnetic thrust with χ are further con-

firmed by taking into account the plot of the divergence effi-
ciency. Figure 6(b), in fact, shows how ηdiv increases under
the effect of a stronger magnetic confinement. In the case of a
higher χ, in fact, the plasma density results higher close to the
symmetry plane, where most of the ion kinetic energy flows
axially; n instead drops steeply at higher values of x, where
the ion kinetic energy has a more relevant x component (see
panels (h) and (i) of figure 4). As a consequence the energy
flux becomes mostly axial, yielding the large values of ηdiv.
Conversely, for lower values of χ, we observe in figure 4 smal-
ler densities close to the symmetry plane and a less pronounced
drop in n as one moves along x, justifying the decrease of the
divergence efficiency.

Finally, the first two plots in figure 9 show the electron in-
plane current densities obtained for χ= 3 and χ= 150. In the
former case, the map of ȷ̃e exhibits two current loops leav-
ing the plasma source near its edges, and returning back to
the source along its center. The existence of these loops raises
the overall value of ȷ̃e in this region, but does not contrib-
ute to the net electron current delivered by the source into
the plume. This structure, which was already present in the
case χ= 30 of figure 5(albeit much smaller in importance and
extent), is explained as follows. First, we remark again that, for
sufficiently high values of χ, the strong perpendicular gradi-
ents of Φ imposed at the source are successfully propagated
downstream along the magnetic lines, with little diffusion or
smoothing. However, as B is lowered and χ becomes suffi-
ciently small, the damping of the perpendicular gradients of Φ
as we progress from the source and into the domain becomes
more marked. Eventually, this mechanism leads to a near-
homogeneous value of Φ early in the expansion. Second, this
smoothing of the map of Φ means that a non-negligible vari-
ation of this quantity takes place along the magnetic lines for
small values of χ. We observe that, in the central part of the
source exit, the parallel component of ∇Φ points upstream,
while in the periphery of the source exit it points downstream.
Third, since the parallel electron conductivity σe is large, the
existence of these parallel gradients drives the strong electron
currents into and out of the source, respectively. Our numerical
experiments prove that this is a robust mechanismwhenever σe

is sufficiently large, as in this regimeΦ results essentially gov-
erned by χ alone and is unaffected by σe, whereas the parallel
electron currents are proportional to the parallel gradient of Φ
and σe.

Analysing now the rest of the domain in figure 9, it is
apparent that for the low magnetization case χ= 3, the elec-
tron fluid is well capable of crossing the magnetic lines freely,
reaching the outer boundaries without being noticeably influ-
enced by the magnetic lines. In the χ= 150 case, instead, the
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Figure 9. Comparison of the in-plane electron currents for different
simulation cases. The magnetic separatrix is highlighted with a red
line, the magnetic lines to the reference domain corners (lines 1 and
2) are shown with thicker white lines, and the dashed red rectangle
in panel (c) indicates the reference domain size. Panel (e) shows a
lateral section of the in-plane currents. Here the lines to the corners
of the reference domain (1 and 2) and big domain (1’ and 2’) are
shown with dashed and dotted lines. The separatrix is marked with a
vertical red line.

largest portion of the electrons is forced to follow the mag-
netic tube that reaches the downstream boundary. The guiding
effect of the magnetic lines, already commented in section 4, is
in fact further enhanced in figure 9(b), causing the streams of
high electron current density running along the magnetic lines
to the domain corners, highlighted once again by the thicker
white lines. These streams of high current density are also
clearly visible in the lateral section of the in-plane currents
presented in figure 9(e), where it is evident that they coin-
cide with the streamlines to the domain corners, located on
the vertical dashed lines labeled 1 and 2. As will be shown
in the next section this is an effect liked to the domain size
and geometry, which however only influences the map of ȷ̃e.
The strong magnetization obtained with χ= 150 also causes
the reduced current densities found in the inner region of the
MA, between the symmetry plane and the magnetic line to the
bottom domain corner, where electrons attempting to move
downstream experience a mobility across the magnetic lines
decreased by a factor (χ2 + 1).

6. Boundary effects

It is clear from the plots of the in-plane electron currents
described above that, at high values of the Hall parameter, the
domain corners and in general the shape and size of the domain
affect the solution for ȷ̃e (which is only weakly coupled to
the rest of the plasma solution). If the simulation domain is
dictated by the dimensions of a vacuum chamber then the
influence of the domain boundaries on the simulation results
is physical: electron currents will preferentially follow those
magnetic lines that intersect with the downstreamwalls, which
may vary for differently shaped and sized facilities. However,
if the simulation aims to reproduce the infinite expansion that
takes place in space, the BCs imposed at the domain edges
should not represent the plasma sheath that develops between
the quasi-neutral bulk of the domain and the facility walls,
but a global downstream matching layer [54] that expresses
through a reduced model the plasma expansion between the
domain boundaries and infinity. In this case, therefore, the
applied (numerical) BCs should not influence electron cur-
rents. For this reason we dedicate the present section to the
analysis of the effects that the domain boundaries have on the
simulation results.

Firstly, we note that for lower values of the Hall parameter
(χ= 3) the chamber BCs employed up to here hold also for
an infinite expansion. Indeed, because electrons in this case
can freely cross the magnetic lines when expanding to infinity
the expression for a global matching layer results analogous to
the expansion in a Debye sheath. On the other hand, at higher
χ, when the magnetic field has a larger influence in the elec-
trons’ motion towards infinity, the choice of appropriate BCs
becomes more challenging. In order to assess the effects of the
domain boundaries in this case, we repeat the case χ= 150 but
with the domain size doubled in both directions in the ‘Big
Domain’ simulation case. The resulting electron currents are
shown in figure 9(c), where the dashed red box indicates the
original domain size. It is clear that once again the electron
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currents follow the magnetic tube that intersects the down-
stream boundary, highlighting a dependency of the currents
on the domain size and shape. Indeed, marked differences are
evident when comparing the electron currents inside of the
dashed red rectangle with those of figure 9(b). In the case of
the larger simulation domain, in fact, the extended symmetry
plane imposes a null current over a bigger portion of the mag-
netic lines connected with the injection surface, pushing the
electron flux tube to those outer magnetic lines that arch bey-
ond the bottom boundary. As stated, this is to be expected
when simulating vacuum chambers of different dimensions,
but represents a numerical artefact when attempting to repro-
duce an expansion to infinity.

The outflow BCs introduced in [16] for the electron fluid
represent a possible solution to this problem for the specific
case of a MA with large values of χ. As already mentioned, in
fact, two categories of field lines may be identified in this mag-
netic topology: closed lines connecting the two plasma sources
through the symmetry plane, and open lines circling back
towards their original source in the opposite direction. For per-
fectly magnetized electrons (χ →∞), the zero outflow of cur-
rent imposed at the symmetry plane causes all closed field lines
to carry null electron currents. As a consequence, a condition
on the normal electron current jne = 0 can be applied on all
boundary faces lying on closed filed lines, even those that do
not cross the symmetry plane inside of the simulation domain.
In order to obtain a current free plume, therefore, all electron
current must flow through the boundary crossed by the open
field lines. As before, equation (15) is therefore used to recover
the value of ϕW (now representing the potential at infinity) that
grants the current free condition, and equation (14) yields the
Neumann BCs to be applied at the cell faces composing this
surface. Note for clarity that the treatment of particles remains
unvaried with respect to the previous simulation cases.

The currents obtained with the BCs described above are
plotted in figure 9(d), where we have also highlighted in red
the magnetic separatrix, that divides open and closed field
lines. To aid comparison, this samemagnetic line has also been
traced in red in all other panels. Notice how, as we increase
the domain size from panel (b) to panel (c), the beam of elec-
tron current shifts closer to the separatrix. This is even more
clearly observable in panel (e), where we have plotted the
magnitude of ȷ̃e along a lateral section with z= 10 cm, and
where it is evident that the peak in the current density is loc-
ated above streamline 1, which as we move from the smaller
domain (red line) to the bigger one (pink line) shifts towards
the magnetic separatrix, marked here with a vertical red line.
It stands therefore to reason that, if we were to simulate an
infinite domain, the electron currents would follow the mag-
netic lines surrounding the separatrix to reach infinity. Indeed,
already with a doubled domain size, it is clear that the electron
current density map within the red dashed rectangle in panel
(c) approaches the one obtained with the modified BCs [see
also panel (e)].

We remark that, although the domain size or BCs have an
effect on ȷ̃e, they cause extremely marginal variations in all
other plasma properties, including the out-of-plane currents.
The maximum relative variations in n, jye and total magnetic

Table 3. Maximum relative variation of n, jye, and Fm computed for
the Big Domain and In Space cases with respect to the H150 case.
The variations have been normalized with the reference density n0,
the total injected plasma momentum F0, and a reference
out-of-plane current jy0 =∆Φen0/(B0R), with ∆Φ = 22 V the
variation of thermalized potential across the injection boundary.

Big domain In space

∆n/n0 [%] 0.4 0.4
∆jye/jy0 [%] 4.82 4.80
∆Fm(15cm)/F0 [%] 0.8 2.2

thrust Fm(15cm) between the Big Domain and In Space cases
with respect to the H150 case are reported in table 3. For
all these quantities the maximum variations are negligible,
never exceeding 5%. These small variations when changing
or moving the domain boundaries are due to the large val-
ues of the electron conductivity parallel to the magnetic lines.
Any small variation of the thermalized potential parallel to B
will in fact cause relevant changes in the electron in-plane
currents (see equation (7)). As a consequence, the solution
to the system of fluid equations is capable of complying to
any BC imposed on ȷ̃e with negligible changes in the map
of Φ, and therefore negligible influence on the other plasma
properties. In general, in fact, as one approaches the collision-
less plasma limit, one has σe →∞, forcing the gradients of Φ
along the magnetic lines to be identically zero in equation (7).
Therefore the map ofΦ in the domain becomes solely depend-
ant on the upstream BCs imposed at the injection surface,
and jye = (en/B)∂Φ/∂1⊥ also results insensitive to the down-
stream BCs. On the other hand, because of perfect electron
magnetization, the in-plane electron currents are forced to flow
parallel to the magnetic field and result completely decoupled
from the rest of the plasma properties in our drift-diffusion
model, since with an infinite parallel conductivity their value
becomes inconsequential for the determination ofΦ. Although
this decoupling between the electron currents and the general
plasma response may cause numerical challenges in the accur-
ate determination of ȷ̃e when σe assumes very large values, it
also ensures that any inaccuracies in its computation will not
relevantly affect the plume’s response. Finally, note that the
small variation in the rest of the plasma and propulsive prop-
erties when comparing the different sized domains in table 3
is an indication of the fact that the domain sizes and BCs
employed in this work are large enough to confidently allow an
extrapolation of the simulation results to larger domains and
to more realistic dimensions of experimental facilities. This
should not entail, in fact, any changes in the plasma properties
and propulsive performance, if not for the map of ȷ̃e.

7. BGP effects

With the knowledge provided by the previous Sections on the
plasma response to the magnetic field strength and the applied
BCs, we now set up and analyze a more complex simulation
scenario (termed BGP case), that aims to reproduce a MA
expansion inside the environment of a vacuum chamber, and
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thus subject to facility effects. To this end, the simplified for-
mulation for the electron collisionality has been dropped, and
two neutral populations have been added to the heavy species
module. The first population of neutral particles is character-
ized by a prescribed density nn1 = 2× 1017 m−3, a zero bulk
velocity and a temperature Tn1 = 0.05 eV ≈ 500 K. It repres-
ents the background neutral population present in an exper-
imental facility, and corresponds to a BGP of 8× 10−9 bar
[26, 27]. In order to avoid simulating the long transient times
linked to the generation of this population of background neut-
rals, we provide it as a constant and uniform background, pos-
tulating that it represents the steady-state equilibrium solu-
tion between collisional events, plasma and neutral interac-
tion with the chamber walls, recombination, and extraction
from the chamber pumps [55]. This allows us to maintain the
simple outflow BCs for macro-particles crossing the domain
edges presented in section 3.1, since the physical scattering
and recombination processes that would take place at mater-
ial walls are already included in the hypothesized equilibrium
of this background population. The second neutral popula-
tion (this time modeled as particles) represents the neutrals
injected by the EPT sources. For its description we assume a
propellant utilization efficiency in the source ηu0 = 0.43 and
a uniform injection of neutrals across the injection surface
[56]. Keeping the total mass flow rate constant with respect
to the previous simulation cases, we therefore inject neutrals
with a density nn2 = 4.1× 1018m−3, an axial velocity uzn2 =
300ms−1, and a temperature Tn2 = 0.05eV. The ion flux also
has to be accordingly adjusted, so that the reference density
in equation (9) now results n0 = 4.3× 1017m−3. The simu-
lation settings for these new populations of neutral particles
essentially mimic the ones for ions: outflow BCs at the vari-
ous simulation surfaces as described in section 3.1; a con-
trolled macro-particle weight for a minimum of 20 macro-
particles per cell (corresponding to a total of 1 million macro-
particles at steady-state); and the same time-step as the one
employed to advance the ion macro-particles and the electron
fluid. The magnetic field for this collisional case is identical to
the one of the reference simulation, with a magnetic induction
B0 = 300G at the center of each source.

The collisional processes that affect the electron fluid are
now evaluated explicitly, rather than fixing a uniform Hall
parameter χ in the domain as in the simulation cases H3, H10,
H30, H150, In Space and Big Domain. In particular, in the
BGP case we include the effect of electron-neutral elastic,
excitation and ionization collisions, and electron-ion Coulomb
collisions, on the electron fluid. These collisional processes
influence the model through the collision frequencies νes of
equation (2). In the case of electron-neutral collisions these
frequencies νes(Te) are obtained as a function of the elec-
tron temperature by integrating the collision cross-sections
σes(ve) over a non-drifted Maxwellian VDF with temperature
Te [36]. The collision cross-sections as a function of the elec-
tron velocity for elastic, excitation and ionization collisions
are taken respectively from the Hayashi [57], NIFS [58], and
Biagi [59] databases available on the LXCat website [60]. The
electron-ion Coulomb collision frequency is instead obtained
as [36, 61]

νei =
21/2nie4 lnΛ

12π3/2ε20m
1/2
e T3/2e

, (20)

with the Coulomb logarithm taken to be lnΛ≈ 10. Note here
that, although the inclusion of inelastic collisions would in
principle affect the cooling of the electron fluid, we maintain
the polytropic parameter γ= 1.2 to aid the comparison with
the previous cases.

Regarding the effect of collisions on the heavy species,
we consider two collisional phenomena: ionization and CEX.
These two are evaluated respectively by means of MCC
[36, 62] and DSMC [50, 63] algorithms. For CEX colli-
sions, the collision cross-sections as a function of the rel-
ative collision velocity are taken from the Miller [64] data-
base, while the ionization frequency is taken locally equal to
the one employed in the electron fluid [36] provides a more
detailed description of the collisional algorithms implemented
in EP2PLUS.

Figure 10 presents the plasma properties for this new sim-
ulation case. Panel (a) shows that the Hall parameter in the
bulk of the plume decreases from the initial values of 150 at
injection to roughly 20 at the downstream boundary of the
domain. In light of this, the previously employed assumption
of a uniform value of χ throughout the domain results inac-
curate. Nevertheless, the magnetization of the electron fluid
falls within the parametric range previously analyzed, and
for which the plasma and propulsive properties displayed a
reduced sensitivity to the value of χ. As a consequence, the
thermalized potential map for this case, shown in panel (b),
results nearly identical to the one obtained for the previous
cases where a constant χ> 10 was assumed. Once again, in
fact, the value ofΦ remains practically constant along themag-
netic lines because of the large scalar conductivity obtained for
this weakly collisional plasma and the low cross-field transport
of electrons.

The plasma density for this case, on the other hand, is
expected to display variations with respect to the previous sim-
ulations because of two distinct effects. The first is the moder-
ate propellant utilization efficiency, which implies a decrease
in the injected ion flux (and therefore in the plasma density)
by a factor ηu0. The second is the inclusion of collisional pro-
cesses (ionisation and CEX) that cause the generation of low
energy ion particles downstream of the injection surface. To
better distinguish these two effects we divide ions into two sep-
arate particle lists: the first comprised only of ions produced
in the EPT source and injected sonically into the simulation
domain (i.e. fast ions), the second generated by CEX and ion-
ization collisions in the plume (i.e. slow ions). The densities
of these two populations are respectively shown in panels (d)
and (e) of figure 10, while panel (f) shows the total plasma
density that results from their combination (and the assump-
tion of quasi-neutrality). Interestingly, in the near plume and
transition region the slow ion density is a relevant fraction of
the total ion density, an observation in accordance with exper-
imental studies of MNs, which have measured double-peaked
total ion VDFs (one peak for the slow ions and one for the fast
ones) in the main bulk of the plume [30]. The generation of
slow ions only decays in the far plume, where the decrease in
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Figure 10. The plasma response in the BGP case. Note that the suffices fi and si indicate respectively the properties of fast and slow ions.
Likewise, i and n mark the quantities of the total ion and neutral populations.

electron temperature and neutral density (see panel (g)) cause a
strong reduction of the ionization and CEX collision frequen-
cies. More specifically, this population is particularly present
in two locations. The first is just in front of the injection sur-
face, where the neutral density and the electron density and
temperature are highest, resulting in the maximum collision
frequency found in the domain. The second is at the symmetry
plane where the two ion beams first meet, because of the com-
bined effect of the higher densities found here, and the mer-
ging of the slow ion populations that are generated in front
of each source. As a consequence of the relevant presence of
slow ions, the total plasma density in this case does not dis-
play the reduction by a factor ηu0 that would be expected with
respect to the previous cases, and indeed it results of a similar
magnitude throughout the domain. This observation is repres-
entative of the neutral entrainment detected in multiple exper-
imental studies [29, 30], which can cause an overestimation of
the thrust when measured in on-ground facilities. Finally, note
that the majority of the total ion density remains concentrated
close to the symmetry axis even for large z coordinates, likely
because of the generation of ions close to the symmetry plane
through ionization collisions.

The differences in the plasma density described above are
also responsible for the variations in the map of the electric
potential shown in panel (c), with respect to what was obtained
for the previous simulation cases for large values of χ. While
the lobes of high potential at the edges of the injection surface,
responsible for the axial confinement of ions in the near-
plume, and the sharp axial potential drop in charge of their

acceleration are still present, in fact, the potential well previ-
ously observed in the transition region close to the symmetry
axis is here strongly reduced. This is likely due to the relevant
presence of slow ions slightly upstream of where the fast ion
beams emitted by the sourcesmerge, causing a reduction of the
axial pressure gradient along the symmetry axis, and a smaller
contribution of the second term of equation (16), linked to the
plasma density. As a consequence of collisions, therefore, the
potential and plasma density maps displaysmonotonic profiles
along x shortly after the near-plume, effectively shortening the
length of the transition region.

The potential map just described is responsible for the
acceleration of both the high and slow ions downstream,
whose cumulative in-plane velocity is plotted in panel (h).
It results immediately evident that the total ion velocity is
much lower than the ones depicted for the previous simu-
lation cases. This is due to the large fraction of slow ions,
which are generated in the plume from neutrals with a low
velocity, and accelerated downstream only by the potential
drop that develops from their generation point to infinity. As
a consequence these ions possess a much lower velocity, and
heavily reduce the average speed of the total ion population
[32]. Note, however, that the fast ions produced by the source
maintain a velocity map very similar to the one shown for
the reference simulation, omitted here for the sake of concise-
ness. In general, the net axial acceleration of both these ion
populations, as well as the one of neutrals through CEX and
momentum exchange collisions, is representative of the mag-
netic thrust provided by the MA. Another notable feature of
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panel (h) are the two regions of increasing lateral velocity that
develop at the edges of the injection surface (the first in the
region x= 6–15 cm, z= 0–4 cm, and the second in the region
x= 0–3 cm, z= 0–4 cm) and move mostly along x. These are
once again caused by the slow ions generated just in front of
the injection, and accelerated laterally by the electric field.
Note however, by observing panel (e), that the number density
of these ions is largely negligible.

Finally, panel (i) shows the in-plane electron currents for
this simulation scenario. As may be expected by observing
the axially decreasing values of the Hall parameter through-
out the domain, the behaviour of the electron current gradu-
ally transitions from the one observed for χ= 150 to the one
of χ = 10− 30. The electrons near the source, in fact, ini-
tially move mostly along the magnetic tube encompassing
the downstream domain boundary (once again delimited by
the thicker white magnetic field lines). As the Hall parameter
decreases as they proceed downstream, however, electrons
begin diffusing across the field lines, and the confined cur-
rent arc that was observed for χ= 150 breaks down into a
more homogeneously spread out electron flux. Finally, at the
downstream boundary, the electron current streamlines turn
upwards in order to comply with the fluxes there imposed
as BCs.

Regarding the propulsive performance for the BGP case,
the obtained accumulated magnetic thrust and divergence effi-
ciency have been included in figure 6 with a black dashed
line. Note, when considering the plotted thrust, that the force
provided without a MA and used to normalize the plotted
values reduces to F0 = 5.11mNm−1 in this case, because of
the effect of the non-unitary utilization efficiency. Relatively
speaking, the MA in these conditions results much more
effective, as it provides a total magnetic thrustFm = 0.6F0 (see
figure 6), although in absolute terms the net magnetic thrust
provided is actually slightly lower than the one obtained in
the cases with χ ⩾ 10. This increase in the propulsive effect-
iveness in spite of the moderate value of ηu0 employed, is
due to the plasma production that takes place in the plume.
Indeed, the plasma densities of the current simulation are only
slightly lower than the ones of the reference case, pointing to
an effective propellant utilization efficiency (when consider-
ing also the plasma production in the plume) which is consid-
erably larger than 0.43.When taking the ratio between the total
ion mass flow at the downstream domain boundaries and the
total mass flow of ions and neutrals injected by the thruster,
we obtain a utilization efficiency ηu = 0.53. It is important to
state, however, that the production of plasma in the plume is,
from a propulsive viewpoint, not as efficient as its generation
and confinement in the source, since it shifts the plasma pro-
duction downstream of the more intense acceleration region.
Note also that, for the values of BGP and utilization efficiency
employed here, the majority of the electron-neutral collisions
involve neutral atoms emitted by the thruster, rather than the
ones composing the chamber background population, and their
effects would therefore be present also in space conditions.
Finally, figure 6(b) shows that the divergence efficiency for
this BGP case ultimately results the highest out of all of the
considered scenarios. This confirms the improved confinement

of the plasma density close to the symmetry plane already
observed in the density plots.

8. Conclusions

The in-house, hybrid code EP2PLUS has been employed to
simulate the expansion of the plasma produced by two EPTs
in a planar MA, and to further study the effects linked to
variations in the magnetic field strength and to facility condi-
tions. The analysis has allowed the identification of three dis-
tinct regions: (i) a near plume, where the plasma in front of
each thruster displays a behaviour analogous to that of a tra-
ditional MN topology, (ii) a transition region, where the mer-
ging of the two distinct plasma beams takes place, and (iii) a
far plume, in which the lateral profiles of the plume’s proper-
ties become single peaked, and the distinct plasma beams have
fully merged. In particular, a detailed study of the transition
region unveils the complex kinetics of ions, characterized in
this area by a double peaked VDF, and the presence of a region
of magnetic drag due to the closed magnetic lines that arch
between the two EPTs, that mildly reduces the total provided
magnetic thrust.

A parametric sweep on the strength of the applied magnetic
field shows that only small changes are visible for values of the
Hall parameter χ ⩾ 10 both in the general plasma properties
and in the propulsive performance of the MA. The only quant-
ities that show a relevant sensitivity to χ in this magnetized
regime are the in-plane electron currents. These are found to
be only weakly coupled to the other plasma properties for the
weakly collisional plasma analyzed, and progressively result
constrained to the magnetic lines that intersect the domain’s
outflow boundaries as the magnetization level rises. At lower
values of χ, instead, the confining effect of the magnetic field
begins to break down, and the plasma is capable of diffusing
across the magnetic lines, increasing the plume’s divergence
and reducing the magnetic thrust provided by the MA.

A further study on the influence of the BCs demonstrates
that different domain sizes (corresponding to different dimen-
sions of the vacuum chamber) impose different electron cur-
rent paths in a strongly magnetized plasma, although this does
not appreciably alter the other plasma properties of the plume.
In light of this dependency of the in-plane electron currents
on the domain size, an alternative set of BCs [16] was also
employed and tested, and resulted more suitable for the simu-
lation of the infinite expansion that takes place in space.

Then, an analysis of BGP effects has been carried out
by including in our simulations the neutral atoms emitted
by the EPTs, as well as a uniform population of neutrals
representing the background density found even far from
the thruster exhaust in vacuum chambers. The collisional
processes involving these neutral populations, and which
modify the response of ions and electrons were also included.
Although a propellant utilization efficiency ηu0 = 0.43 was
prescribed for the plasma source in this case, the thrust
provided results only slightly lower than the one obtained in
the previous simulations (in which ηu0 = 1), because of the
entrainment of the neutral atoms caused by ionization and
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CEX collisions, which implies an increase in the effective
value of the utilization efficiency. Interestingly, a majority of
these collisions involved neutrals emitted by the thrusters, and
not those populating the chamber background, so that a sim-
ilar behaviour is to be expected also in space conditions under
low utilization conditions.

While the present work has offered an extensive analysis of
the main physics in a planar MA and the sensitivity to central
aspects such as the Hall parameter and the BCs, the imple-
mentation of the electron energy equation instead of the poly-
tropic law, will provide a more consistent response of electron
thermodynamics, mainly when collisional and facility effects
are important [48]. Finally, we acknowledge that a big step for-
ward would be to simulate a 3D MA, as done in [17], but with
finite values of the Hall parameter, and focusing on the 3D
details of the plasma detachment, the topology of the electron
current lines, and the induced magnetic field.
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